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LED FloodlightsEWL...Proiettori a LED 

EWL series LED floodlight is available with different
optics which realize various opening of the light beam,

respectively: 40°, 20° and 10°. The white and clear LED
light is very penetrating; furthermore, having a good

color rendering index, improves the visibility of
signs, tools, panels and other equipment.The body

with fins acts as a heat sink for the LED plate and it
does not allow the accumulation of dust thanks to

the presence of a gap created between the fins and
the house. It allows a self-cleaning in case of rain or

air movement. Designed to replace traditional mercury
vapour, metal halide and incandescent lamps for power

and the quality of light emitted thus saving 50%
of the energy consumed. These units can also be

used to replace sodium lamps in applications
where better quality light is needed.

N°18 LED for EWL-70, n°49 LED for
EWL-80, n°98 LED for EWL-100 type
Coll White, R4 group installed on the

plate. Optics which realize three opening
of the light beam.

PLG2IB cap and REV2IB nickel-plated brass
cable gland.

Low copper content aluminium alloy body.
Aluminium ring with tempered glass.

Bolts and screws in stainless steel.
Standard voltage 220-240 Vac for EWL-70, 

100-240 Vac for EWL-80 and EWL-100.
RAL 7035 epoxy coating.

24 Vdc on request or EWL-80 e EWL-100
Base for horizontal adjustment

Il proiettore a LED serie EWL è disponibile con ottiche che
realizzano diverse aperture del fascio luminoso, rispettivamen-
te: 40°, 20° e 10°. La luce a LED bianca e nitida risulta parti-
colarmente penetrante; inoltre, avendo un buon indice di resa
cromatica, viene migliorata la visibilità di segnali, strumenti,
pannelli. Il corpo alettato funge da dissipatore termico
per la piastra a LED e minimizza il deposito di pol-
veri permettendo all’aria o all’acqua l’auto-
pulizia del proiettore. La serie EWL risul-
ta particolarmente adatta a sostituire le
lampade a scarica utilizzate per l’illumina-
zione di zone esterne ed interne di impianti indu-
striali. Disegnati per sostituire lampade tradizionali a vapori di
mercurio, a ioduri metallici e a incandescenza per potenza e
qualità di luce emessa, con un risparmio del 50% di energia.
Può essere anche utilizzata per sostituire lampade al sodio in
applicazioni in cui è richiesta una migliore qualità della luce. 

N°18 LED per EWL-70, n°49 led per EWL-80, n°98 led
per EWL-100 tipo Cool White, gruppo R4 installati su
piastra.
Tappo PLG1IB e pressacavo REV1IB in ottone
nichelato.
Ottiche con tre diversi angoli luce.
Corpo in lega di alluminio a basso contenuto di rame. 
Ghiera in alluminio con vetro temperato. 
Viteria in acciaio inox.
Alimentazione standard 220-240 Vac per EWL-
70, 100-240 Vac per EWL-80 e EWL-100. 
Verniciatura epossidica RAL 7035.

A richiesta 24 Vdc per EWL-80 e EWL-100
Base per orienta-
mento orizzontale

CARATTERISTICHE

COSTRUZIONE

ACCESSORI A RICHIESTA

FEATURES

CONSTRUCTION 

ACCESSORIES UPON REQUEST          

II 2GD Ex de IIC T5 Gb - Ex tb IIIC T100°C Db IP66

ITS 11 ATEX 17287  

IECEx ITS 11.0018

94/9/CE

EN 60079-0 - EN 60079-1 - EN 60079-7 - EN 60079-31

zona 1 - 2 - 21 - 22

EWL-70..

EWL-80..

EWL-100..
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A
   Narrow (10°)         270     215    342     173     273     157             40W                  T5                       100                         6,50                                         

   Medium (20°)         270     215    342     173     273     157             40W                  T5                       100                         6,50                                         

     Wide (40°)           270     215    342     173     273     157             40W                  T5                       100                         6,50                                         

EWL-70/10

EWL-70/20

EWL-70/40

EWL...Caratteristiche costruttive Construction specifications

Codice                 Tipo ottica                           Dimensioni mm                              Watt               Classe        Max temp. superf.          Peso Kg                    Prezzo   
Code                   Type optical                        Dimensions mm                              Watt                Class        Max surface temp.        Weight Kg                    Price    
                                                          A        øB       C         D        E         F                                                                                                      

   Narrow (10°)         292     260    336     171     277     157             65W                  T5                       100                         8,60                                         

   Medium (20°)         292     260    336     171     277     157             65W                  T5                       100                         8,60                                         

     Wide (40°)           292     260    336     171     277     157             65  W                  T5                       100                         8,60                                         

EWL-80/10

EWL-80/20

EWL-80/40

   Narrow (10°)         407     385    463     225     387     207            180W                 T5                       100                         18,4                                         

   Medium (20°)         407     385    463     225     387     207            180W                 T5                       100                         18,4                                         

     Wide (40°)           407     385    463     225     387     207            180W                 T5                       100                         18,4                                         

EWL-100/10

EWL-100/20

EWL-100/40


	Index
	Introduction
	A - Lighting fixtures
	EV Lighting fixtures for energy saving lamps
	EVO Tank/vessel Inspection light
	HI Bulkhead lighting fixtures
	EW Lighting fixtures for discharge lamps up to 150W
	EWA Lighting fixtures for discharge lamps up to 400W
	SLFE Rectangular floodlights
	SLEE Rectangular floodlights
	RLEE Round floodlights
	GUB - EJB Enclosures for the installation of electrical equipment
	EWL... LED Floodlights
	EWL... LED High bay lighting fixture
	EVE...L Lighting fixtures with LED remote phosphor technology
	EVE Lighting fixtures for energy saving lamps
	EWE Lighting fixtures for discharge lamps up to 150W
	EWAE Lighting fixtures for discharge lamps up to 400W
	RLFE Lighting fixtures for discharge lamps up to 150W
	FLFE Lighting fixtures for fluorescent tubes
	FLF Lighting fixtures for fluorescent tubes
	EFVD Lighting fixtures for fluorescent tubes
	EVF Lighting fixtures for fluorescent tubes
	EXEL Lighting fixtures for fluorescent tubes
	EXEL-V...S Lighting fixtures for fluorescent tubes Glass/Stainless steel series
	LXB Lighting fixtures for fluorescent tubes
	LXB...E Lighting fixtures for fluorescent tubes with emergency unit
	AVN Lighting fixtures for fluorescent tubes
	AVN...E Lighting fixtures for fluorescent tubes with emergency unit
	LN Lighting fixtures for fluorescent tubes
	LN...E Lighting fixtures for fluorescent tubes with emergency unit
	EXEN Lighting fixtures for fluorescent tubes
	TIGER Floodlights
	EWN Lighting fixtures for discharge lamps for zone 2-22
	HHL20 LED hand-held lamp
	HHL70 LED hand-held lamp
	HEL15 LED head on lamp
	SECURLUX Hand lamp
	FHL Hand-held lamp for inspection

	B - Obstruction lighting fixtures
	XLFE-4 Obstruction lighting fixtures Low intensity
	XLF 1-2 Obstruction lighting fixtures
	XLI Obstruction lighting fixtures
	CCA-02E/S...LD LED Traffic lights
	EVF-18EX Lighting fixtures for safety warnings

	C - Junction and pulling boxes
	EJB Junction box
	EJB...A Junction box
	EJBX Junction box
	GUB Junction box
	CCA..E Junction box
	CCA..C Junction box
	CCAI Junction box
	TF Mounting plate
	BFE Mounting plate
	S Round junction boxes
	SF...SSC Round junction boxes
	SWS Boxes for termocouples
	SA Junction box
	SAG Junction box
	SA.../P Junction box
	SA...SS Junction box
	CTB...CSTB Junction box
	CTBE Junction box
	B..229 / B..357 Mounting plate
	EJBE...EJBXE Junction box
	GUBE... GUBE...H Junction box
	ECD Drain and breather valve
	NPS - CP - TP Sealing Nipples and Bushings

	D - Signalling and control equipment
	YFC Limit switches
	CSC Rotary switches
	EFSCO Rotary switches
	P Control stations
	I Control stations
	A Control stations
	CSE Control stations
	CSC Control stations
	EFDC Control stations
	EMHA-9 Instrument housings
	EFD3 Breaker
	EJB...W Instrument boxes with circular glass window
	EJB Instrument boxes with rectangular glass window
	CSC-H Instrument housings
	GUB...V Instrument housings
	CCA..EH Instrument housings
	GUAB37TE Thermostat
	MCL, SCL Electromechanical sirens
	C Electromagnetic horns
	ETH Acoustic signals
	ETS60 Sirens
	GRD 4200 Electronic grounding system
	PMT Grounding clamp

	E - Receptacles and plugs
	PY Sockets
	SPY Plugs for PY sockets
	EPC - EPRC Sockets
	FSQC Sockets with automatic circuit breaker
	AP Plugs for EPC sockets
	FP Plugs for FSQC sockets

	F - Aspirators
	CB Centrifugal aspirators
	CS Silenced centrifugal aspirator
	EB Helicoidal aspirators

	G - Cable glands Ex-proof
	REV... Cable glands for non-armoured cables
	REVF... Cable glands for non-armoured cables with a femal threaded entry
	REVD... Cable glands for armoured cables
	FB Barrier cable glands for non-armoured cables
	FGAB Barrier cable glands for armoured cables
	FL Cable glands for non-armoured cables
	FAL Cable gland for armoured cables
	MAL Cable glands for double gaskets armoured cables
	XP... Cable glands for non-armoured cables
	XPA... Cable glands for armoured cables
	UNI Cable glands in polyamide
	UNP Cable glands in polyamide
	A1 Earthing Rings
	PGA PVC shrouds
	DL Locknuts
	DL..EP Locknuts
	GRN Gaskets

	H - Electrical fittings
	BFF-BMF-BMM Three pieces unions
	RFF-RMF-RMM Three pieces unions
	ELF-ELM-ELMF Elbows
	LBH - LBHS Open elbows
	EKC Pulling boxes
	EYS - EYD Vertical sealing fittings
	EZS Horizontal sealing fittings
	CRV Sealing compound
	FV Glass fiber
	RE - REB - REM - REN Reducers and adaptors
	NP Nipples
	EM Couplings
	DB...A Aluminium bushing
	DB...PVC PVC bushing
	DBT Aluminium bushings with earth screw
	MC Female closing plugs
	PLG Male closing plugs
	MT Conduit clamps
	UBD U-bolts
	GF Saddles
	MP Conduit clamps

	I - Flexible and rigid conduits
	SP Flexible conduits
	BC Rigid conduits

	L - Watertight series
	LS Watertight lighting fixture for fluorescent tubes
	CS Watertight junction box
	CSG Watertight junction box
	CS.../P Watertight junction box
	CS...SS Watertight junction box
	B..229 / B..357 Mounting plate
	CSW Watertight control station
	CW Watertight round junction boxes
	CWF - CWEAH Watertight round junction boxes
	C - LB - LL -LR - LU - T -TB -X Condulet
	TEV... Watertight cable glands for non-armoured cables
	TEVD... Watertight cable glands for armoured cables
	TL Watertight cable glands for non-armoured cables
	TAL - TALD Watertight cable glands for armoured cables
	BP Watertight cable glands for non-armoured cables
	BPA Watertight cable glands for armoured cables
	A1 Earthing Rings
	PGA PVC shrouds
	DL Locknuts
	DL..EP Locknuts
	GRN Gaskets


