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ESECUZIONE
ANTIDEFLAGRANTE

CERTIFICAZIONE 

DIRETTIVA

NORME

INSTALLAZIONE (secondo le EN 60079.14)

EX
CODE 

CERTIFICATE

DIRECTIVE 

STANDARDS

(according to EN 60079.14)  INSTALLATION

II 2 GD Ex e II T5/T6 Ex tD A21 IP 66

II 2(1) GD Ex e(ia) IIC T5/T6 Ex tD A21 IP 66

II 1 GD Ex ia IIC T5/T6 Ex tD A21  IP 66

II 2 GD Ex ed IIC T5/T6 Ex tD A21  IP 66

CESI 03 ATEX 333 ( portamorsetti - terminal box )
CESI 03 ATEX 115 (unità di controllo, comando e segnalazione - control command and signalling units)

( IECEx TSA 13.0001 - IECEx TSA 11.0032 - AUSTRALIAN - GOST R )

94/9/CE 

EN 60079-0 - EN 60079-1 - EN 60079-7 - EN 60079-11 - EN 61241-0 - EN 61241-1

zona 1 - 2 - 21 - 22

Junction boxSA.../PCassetta di derivazione 

SA/P series junction boxes are built in GRP resin and they are suitable for  elec-
trical installations as increased safety boxes or intrinsically safety boxes. 

They can be supplied  with multipolar terminal blocks or with
modular terminal blocks. Furthermore, they can be

equipped with pilot lights, push buttons and measuring
instruments to assemble control and signalling panel sta-
tions. SA/P series junction boxes can be drilled according

to customers' specification. In accordance with rules,
Cortem only can perform the drilling.

GRP (glass reinforced polyester resin) 
in RAL 9017 black coating (Ex e) 

or RAL 5015 blue coating (Ex i) on request.
Stainless steel bolts and screws. 

Silicone gasket.
Internal/external earth screws. 

Continuity plates, made of brass 10/10 thick, 
to mount inside the enclosures.

Mounting plate.

Le custodie serie SA../P  sono costruite in resina poliestere rinforzata vetro  
e sono idonee per impieghi in impianti elettrici come custodie a sicurezza
aumentata o a sicurezza intrinseca. Possono essere fornite con
morsettiere multipolari o con morsetti componibili e
avere, inoltre, lampade spia, pulsanti e strumenti di
misura per la realizzazione di quadri comando e segna-
lazione ed essere forate su specifica del cliente. Come
da normativa vigente, le forature possono essere ese-
guite esclusivamente da Cortem.

Resina poliestere rinforzata con fibre di vetro
in colore nero RAL 9017 (Ex e) 
a richiesta in colore blu RAL 5015 (Ex i). 
Viteria inox. 
Guarnizione in silicone. 
Vite di terra interna/esterna.

Piastre di continuità in ottone, spessore 
10/10 da montare all’interno.
Telaio interno.

CARATTERISTICHE

COSTRUZIONE

ACCESSORI A RICHIESTA

FEATURES

CONSTRUCTION 

ACCESSORIES UPON REQUEST
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Codice                                     Dim. esterne                                   Dim. interne                                      Fissaggio                                 Peso                        Prezzo
Code                                   Outside dimensions                          Inside dimensions                                     Fixing                                  Weight                         Price
                                                                                                                                                                                                                       Kg                                     

SA090907/P

SA111108/P

SA141410/P

SA171108/P

SA301410/P

SA302310/P

SA302318/P

SA473018/P

SA623018/P

0,30

0,40

0,80

1,00

1,90

2,50

3,10

4,70

6,30

              A         B         C                          a         b          c         s1                         X         Y        ØD

             90       90       75                        78       78       52        3                         74       74      6,5 

            110     110      85                        98       98       65        3                         94       94      6,5 

            147     147     100                      135     135      79        3                        131     131     6,5 

            170     110      85                       158      98       63        3                        154      94      6,5

            305     147     110                      289     131      92      4,5                      285     127       7 

            305     230     110                      289     214      92      4,5                       285     210       7

            305     230     190                      289     214     172     4,5                      285     210       7

            470     305     195                      454     289     175       5                        450     285       7

            620     305     185                      608     293     160       5                        560     285       7

SA.../P Construction specificationsCaratteristiche costruttive 


	Index
	Introduction
	A - Lighting fixtures
	EV Lighting fixtures for energy saving lamps
	EVO Tank/vessel Inspection light
	HI Bulkhead lighting fixtures
	EW Lighting fixtures for discharge lamps up to 150W
	EWA Lighting fixtures for discharge lamps up to 400W
	SLFE Rectangular floodlights
	SLEE Rectangular floodlights
	RLEE Round floodlights
	GUB - EJB Enclosures for the installation of electrical equipment
	EWL... LED Floodlights
	EWL... LED High bay lighting fixture
	EVE...L Lighting fixtures with LED remote phosphor technology
	EVE Lighting fixtures for energy saving lamps
	EWE Lighting fixtures for discharge lamps up to 150W
	EWAE Lighting fixtures for discharge lamps up to 400W
	RLFE Lighting fixtures for discharge lamps up to 150W
	FLFE Lighting fixtures for fluorescent tubes
	FLF Lighting fixtures for fluorescent tubes
	EFVD Lighting fixtures for fluorescent tubes
	EVF Lighting fixtures for fluorescent tubes
	EXEL Lighting fixtures for fluorescent tubes
	EXEL-V...S Lighting fixtures for fluorescent tubes Glass/Stainless steel series
	LXB Lighting fixtures for fluorescent tubes
	LXB...E Lighting fixtures for fluorescent tubes with emergency unit
	AVN Lighting fixtures for fluorescent tubes
	AVN...E Lighting fixtures for fluorescent tubes with emergency unit
	LN Lighting fixtures for fluorescent tubes
	LN...E Lighting fixtures for fluorescent tubes with emergency unit
	EXEN Lighting fixtures for fluorescent tubes
	TIGER Floodlights
	EWN Lighting fixtures for discharge lamps for zone 2-22
	HHL20 LED hand-held lamp
	HHL70 LED hand-held lamp
	HEL15 LED head on lamp
	SECURLUX Hand lamp
	FHL Hand-held lamp for inspection

	B - Obstruction lighting fixtures
	XLFE-4 Obstruction lighting fixtures Low intensity
	XLF 1-2 Obstruction lighting fixtures
	XLI Obstruction lighting fixtures
	CCA-02E/S...LD LED Traffic lights
	EVF-18EX Lighting fixtures for safety warnings

	C - Junction and pulling boxes
	EJB Junction box
	EJB...A Junction box
	EJBX Junction box
	GUB Junction box
	CCA..E Junction box
	CCA..C Junction box
	CCAI Junction box
	TF Mounting plate
	BFE Mounting plate
	S Round junction boxes
	SF...SSC Round junction boxes
	SWS Boxes for termocouples
	SA Junction box
	SAG Junction box
	SA.../P Junction box
	SA...SS Junction box
	CTB...CSTB Junction box
	CTBE Junction box
	B..229 / B..357 Mounting plate
	EJBE...EJBXE Junction box
	GUBE... GUBE...H Junction box
	ECD Drain and breather valve
	NPS - CP - TP Sealing Nipples and Bushings

	D - Signalling and control equipment
	YFC Limit switches
	CSC Rotary switches
	EFSCO Rotary switches
	P Control stations
	I Control stations
	A Control stations
	CSE Control stations
	CSC Control stations
	EFDC Control stations
	EMHA-9 Instrument housings
	EFD3 Breaker
	EJB...W Instrument boxes with circular glass window
	EJB Instrument boxes with rectangular glass window
	CSC-H Instrument housings
	GUB...V Instrument housings
	CCA..EH Instrument housings
	GUAB37TE Thermostat
	MCL, SCL Electromechanical sirens
	C Electromagnetic horns
	ETH Acoustic signals
	ETS60 Sirens
	GRD 4200 Electronic grounding system
	PMT Grounding clamp

	E - Receptacles and plugs
	PY Sockets
	SPY Plugs for PY sockets
	EPC - EPRC Sockets
	FSQC Sockets with automatic circuit breaker
	AP Plugs for EPC sockets
	FP Plugs for FSQC sockets

	F - Aspirators
	CB Centrifugal aspirators
	CS Silenced centrifugal aspirator
	EB Helicoidal aspirators

	G - Cable glands Ex-proof
	REV... Cable glands for non-armoured cables
	REVF... Cable glands for non-armoured cables with a femal threaded entry
	REVD... Cable glands for armoured cables
	FB Barrier cable glands for non-armoured cables
	FGAB Barrier cable glands for armoured cables
	FL Cable glands for non-armoured cables
	FAL Cable gland for armoured cables
	MAL Cable glands for double gaskets armoured cables
	XP... Cable glands for non-armoured cables
	XPA... Cable glands for armoured cables
	UNI Cable glands in polyamide
	UNP Cable glands in polyamide
	A1 Earthing Rings
	PGA PVC shrouds
	DL Locknuts
	DL..EP Locknuts
	GRN Gaskets

	H - Electrical fittings
	BFF-BMF-BMM Three pieces unions
	RFF-RMF-RMM Three pieces unions
	ELF-ELM-ELMF Elbows
	LBH - LBHS Open elbows
	EKC Pulling boxes
	EYS - EYD Vertical sealing fittings
	EZS Horizontal sealing fittings
	CRV Sealing compound
	FV Glass fiber
	RE - REB - REM - REN Reducers and adaptors
	NP Nipples
	EM Couplings
	DB...A Aluminium bushing
	DB...PVC PVC bushing
	DBT Aluminium bushings with earth screw
	MC Female closing plugs
	PLG Male closing plugs
	MT Conduit clamps
	UBD U-bolts
	GF Saddles
	MP Conduit clamps

	I - Flexible and rigid conduits
	SP Flexible conduits
	BC Rigid conduits

	L - Watertight series
	LS Watertight lighting fixture for fluorescent tubes
	CS Watertight junction box
	CSG Watertight junction box
	CS.../P Watertight junction box
	CS...SS Watertight junction box
	B..229 / B..357 Mounting plate
	CSW Watertight control station
	CW Watertight round junction boxes
	CWF - CWEAH Watertight round junction boxes
	C - LB - LL -LR - LU - T -TB -X Condulet
	TEV... Watertight cable glands for non-armoured cables
	TEVD... Watertight cable glands for armoured cables
	TL Watertight cable glands for non-armoured cables
	TAL - TALD Watertight cable glands for armoured cables
	BP Watertight cable glands for non-armoured cables
	BPA Watertight cable glands for armoured cables
	A1 Earthing Rings
	PGA PVC shrouds
	DL Locknuts
	DL..EP Locknuts
	GRN Gaskets


